
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MPL2 – Combined 10A Charger and 25A BSU 

FEATURES 

 Patented Sulphation Recovery 

Program 

 Short Circuit shutdown without 

blown fuse 

 Reverse Polarity Protection 

 Soft start current control 

 3-stage charging: CI-CV-Float 

 Constant voltage float/standby 

 Proportional timing – minimal gas 

emission 

 Auto-Switching option available 

 Independent overrun timer 

 Accurate zero-crossing voltage 

sensing 

 Stable DC supply to 25A 

 Can be used with any 12V 

automotive battery 

 Moulded case with no sharp edges is 

safe to use in showroom or 

workshop 

 Can be mounted on wall, tool chest, 

or under bonnet 

 Detachable 3M leads for easy 

replacement 

 Supplied with 5M mains lead  

BSU Approved by Ford for use with IDS. 

BSU Approved by Volvo UK 

SPECIFICATION 

Input  100VAC – 240VAC   

Weight   3 Kg 

Size   250 x 170 x 130 mm 

Combining all the positive elements of the 

highly successful MPL1 and BSU1 the MPL2 

provides a lightweight, portable charging and 

battery support solution. 

Incorporating Tractions patented desulphation 

recovery process the MPL2 offers all the facilities of 

the MPL1 12/10 charger approved by many OEM’s 

in a new portable form. Simply use the selector 

switch to choose between conventional or calcium 

technology and let MPL2 do the rest. As an added 

benefit we have included all the functionality of the 

BSU1 allowing the MPL2 to be used as a 25A 

Battery Support Unit simply by selecting the correct 

switch position.  

Auto-Switching option allows MPL2 to switch to 

Battery Support Mode at end of charging cycle 

instead of float mode. 
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